
BUMAX®



hobson.com.au BUMAX®56

METRIC
ALLTHREAD 

ROD

METRIC
HEX BOLT

ALB8PCM BHB8PCM

BUMAX® 88
DIN 976

BUMAX® 88
ISO 4014

METRIC
CAP SCREW

SOCKET

UNC
CAP SCREW

SOCKET

METRIC
CSK FLAT
SOCKET

METRIC
HEX NUT

SHB8PCM SHB8PC SCB8PCM NHB8PCM

BUMAX® 88
ISO 4762

BUMAX® 88
ANSI B18.3

BUMAX® 88
ISO 10642

BUMAX® 88
ISO 4032

METRIC
HEX FLANGE 
LOCK NUT

METRIC
COLLARED HEX 

LOCK NUT

METRIC
FLAT ROUND 

WASHER

IMPERIAL
FLAT ROUND 

WASHER

NLB8FCM NLB8CCM WRB8PM WRB8P

BUMAX® 88 BUMAX® 88 BUMAX® 88
ISO 7089

BUMAX® 88
ISO 7089

METRIC
HEX BOLT

METRIC
HEX SET 
SCREW

METRIC
SOCKET HEAD 

CAP SCREW

METRIC
HEX NUT

BHB9PCM BSB9PCM SHB9PCM NHB9PCM

BUMAX® 109 
ISO 4014

BUMAX® 109
ISO 4017

BUMAX® 109
ISO 4762

BUMAX® 109
ISO 4032

UNC
HEX BOLT

METRIC
HEX SET 
SCREW

KEY

BUMAX® 

88 

EQUIVALENT 
TO CLASS 8.8

TENSILE 
STRENGTH

BUMAX®

109
 

EQUIVALENT 
TO CLASS 10.9

TENSILE 
STRENGTH

BUMAX® 

DX 
129 

 
EQUIVALENT 

TO CLASS 12.9
TENSILE 

STRENGTH

BHB8PC BSB8PCM

BUMAX® 88
ANSI B18.2.1

BUMAX® 88
ISO 4017

UNC
HEX NUT

METRIC
HEX FLANGE 

NUT

NHB8PC NFB8PCM

BUMAX® 88
DIN 934

BUMAX® 88
ISO 4161

METRIC
FLAT ROUND 

WASHER

METRIC
MUDGUARD 

WASHER

WRB8EM WRB8MM
BUMAX® 88

ISO 7089
GEOMET

BUMAX® 88
ISO 7093

METRIC
FLAT ROUND 

WASHER

METRIC
SOCKET HEAD 

CAP SCREW

WRB9PM SHX9PCM

BUMAX® 109
ISO 7089

BUMAX® DX 129
ISO 4762



hobson.com.auBUMAX® 57

Bumax® 
Grade 
Selection 
Cross

CORROSION 
RESISTANCE

MECHANICAL
STRENGTH

LOW MAGNETIC
PERMEABILITY

TEMPERATURE
RESISTANCE

BUMAX® SA
BUMAX® SDX

109

BUMAX® DX
129

BUMAX® 88
BUMAX® 109

BUMAX® 88

BUMAX® 109
BUMAX® SDX 109

BUMAX®  DX 129

BUMAX®  Ultra

BUMAX® HEP BUMAX® SA BUMAX® 88
BUMAX® 109 A4 BUMAX®

Ultra BUMAX® HE BUMAX® HEP




